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CEMENTED LINER ASSEMBLIES
TIE BACK PACKER APPLICATION

MODEL H LANDING COLLAR
1-2 JOINTS ABOVE FLOAT SHOE

MODEL 2F FLOAT SHOE

SETTING TOOLS C/W KELLY, RUNNING 
NUT, RETRIEVABLE PACKOFF BUSHING, 
AND SLICK JOINT

LINER WIPER PLUG
SHEAR PINNED AT 2000 PSI

CASING

DRILL PIPE

SETTING TOOL RELEASED WITH 
WEIGHT SLACKED OFF SLIGHTLY
DURING CEMENT OPERATIONS

MODEL HLTP OR MLTP LINER 
TOP TIE BACK PACKER INSERTED 
INTO PBR WITH PACKER SET

LINER AND DRILL PIPE LATCHED
DOWN PROVIDING BACK UP TO
FLOAT EQUIPMENT

FLOATS HOLDING BACK 
PRESSURE

MODEL C SETTING COLLAR

OPEN HOLE

LINER

CASING SHOE

DRILL PIPE PUMP DOWN PLUG

DRILL PIPE DROPPING HEAD
(CEMENTING MANIFOLD)

LINER ASSEMBLY ON 
BOTTOM CIRCULATING

HANGET SET INITIALLY W/ SETTING BALL, SETTING 
TOOLS RELEASED, CEMENT VOLUME DISPLACED 

WITH DRILL PIPE AND LINER WIPER PLUGS.

CASING AND LINER EXCSS CEMENT
DRILLED OUT. TIE BACK PACKER

RUN AND SET WITH SETTING TOOL
OUT OF THE HOLE. JOB COMPLETE.


